
IP67 Sealed
Casing

1 metre
submersible

for 30 minutes

Programmable
hotkeys

Professional integrated
1D/2D Barcode Scanner*

1.2m drop resistant
MIL-STD-810G

Integrated
front & rear cameras

Support for optional
power/data cradle

Integrated NFC
and HF RFID

Rugged enterprise computing

Multi-touch screen
with active digitizer pen 

MicroSD™
card slot 

10.1” 

Integrated barcode scanner and cameras.
Hot swap battery for uninterrupted use. 

Designed for professionals 

Connected anywhere 

Hot-swap
battery 

Connectivity* 

L130/135

Secure

Redundant connectivity with 3G*, WiFi 
and Bluetooth® 4.0 + EDR.

Supports access control using smartcard authentication
with in-built NFC reader and HF RFID tag reader.

Robust design 
IP67 sealed casing MIL-STD-810G compliant / 1.2 m drop 
resistant & submersible to 1m for 30 minutes.

1.2 m

* Available on the L135 model only.
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Supports access control using smartcard authentication
with in-built NFC reader and HF RFID tag reader.
Optional MDM solutions.  

Secure

Redundant connectivity with 3G*, WiFi 
and Bluetooth® 4.0 + EDR. 

Connected anywhere

IP67 sealed casing and 1.2 metre drop resistant.
MIL-STD-810G compliant. Submersible to 
1 metre for 30 minutes.  

Robust design

System
Screen: 10.1" Capacitive multi-touch,      
 WXGA (1280 x 800) with digitizer, 600 nits

OS: Android™ 4.2.2
Processor: Texas Instruments ARM Cortex-A9 Dual-Core   
 OMAP4470 @ 1.5GHz
Battery: 6720mAh capacity, up to 8 hours operation,
 user-replaceable, hot-swap
RAM: 1GB
Memory: Internal 16GB 
 Expandable: MicroSD SDHC up to 32GB

Connectivity: Wireless 802.11 a/b/g/n, Bluetooth® 4.0 + EDR,
 Integrated 3G*
Input: USB Type A & Type B (microUSB)
Barcode scanner: 2D/1D Imager*
Sensor:  Temperature, light, accelerometer, GPS*
Environment: IP67, 1.2M drop resistant, MIL-STD-810G
 compliant

Camera: Rear 5.0Mp AF with flash / Front 1.2Mp FF
Audio: Stereo speakers, 3.5mm jack, microphone

AC mains: In: 100~240VAC Out: 5VDC, 2A DC jack

Operating temperature: -10 to +50°C

Certification: CE/CB - CE (R&TTE), FCC, NCC/BSMI, CCC, IP67
Warranty: 12 months (extended warranty available)

Weight: Approximately 950g

The L130 series from MioWORK are high
performance enterprise tablets.
 
Featuring an IP67 ingression-resistant design that can be 
submersed in 1 metre of water for up to 30 minutes and 
MIL-STD-810G drop resistance, the L130 series is ready
for business.
 
Workflows are optimised through the 10.1” 600 nits 
capacitive touchscreen with active digitizer. Programmable 
hotkeys allow faster accuracy for key functions and 
applications.
 
The L130 series includes dual-band WiFi for use on 5GHz 
enterprise networks, and the optional integrated 3G* 
means field workers are always connected.
 
The L130 series offers uninterrupted use. With up to 8 hours 
battery life and a hot-swap user-replaceable battery, the 
L130 series perform 24/7 in demanding conditions.
 
With integrated NFC/HF RFID and 1D/2D Imager*, the L130 
series is flexible for integration into workflows. 

Integrated barcode scanner and cameras.
Hot swap battery for uninterrupted use.  

Designed for professionals

For further information contact us on: +44(0)1293 566291 • Email: enterprise@mio.com
website: miowork.mio.com   MiTAC Europe, Spectrum House, Beehive Ring Road, Gatwick, West Sussex RH6 0LG   

* Available on the L135 model only.
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L130/135 The MioWORK range of professional accessories




